
PRISM Circular and Linear

POWER
CONSUMPTION

800 W

TOTAL LUMINAIRE
OUTPUT

24 000 Lm or 
18 000 Lm (High CRI)

FRAMING SYSTEM 4 blades +/- 90 deg

DIMENSIONS L638 x W395 x H338 mm

WEIGHT 25 kg

BEAM ANGLE 6.5 - 42 deg

COLOR MIX CMY + CTO

NOISE 32 dB(A) @1 m 





WEIGHT 25 kg

DIMENSIONS L338 x W395 x H638 mm

VOLTAGE 100 - 240 V

IP RATING IP20

NOISE 32 dB(A) @ 1 m

POWER
CONSUMPTION

800 W

LENS Symmetric

BEAM ANGLE 6.5 - 42 deg

ZOOM Motorized

FOCUS Motorized

LIFE
EXPECTANCY

40 000h (L70)

POWER 600 W LED

TOTAL
LUMINAIRE

OUTPUT

24 000 Lm or
18 000 Lm (High CRI)

COLOR
TEMPERATURE

6 500 K or
7 000 K (High CRI)

PWM
FREQUENCY

300 / 1 200 Hz

CRI 70+ or 90+ (High CRI)

DIMMER Electronic 

DIMMER
RESOLUTION

16-bit

DIMMER
CURVE

Linear

STROBE 0.3-20 Hz, Pulse, Random

COLOR MIX CMY + CTO

COLOR MIX
RESOLUTION

8-bit

MOVEMENT Motorized 16-bit

PAN 540 deg

TILT 270 deg

DMX
CHANNELS

40 Ch

PROTOCOL XLR DMX 512 &
EtherCON Art-net

WIRELESS
CONTROL

W-DMX

RDM Yes

CONTROL MODES 40 Ch

GOBO WHEEL 1

FixedGOBO WHEEL 2

NUMBER  OF
GOBOS / WHEEL

6 + open / 
8 + open

GOBO 1
DIAMETER

28 mm

GOBO 1
IMAGE

DIAMETER

23,6 mm

GOBO 1
THICKNESS

1 - 2,5 mm

CTO Linear

COLOR WHEEL 1 + 6

Rotating HD
Glass



PRISM 1 Rotating Indexable
Circular 5 - Facet

PRISM 2 Rotating Indexable 
Linear 6 - Facet

FROST Linear

ANIMATION
WHEEL

Yes

IRIS Linear

FRAMING
BLADES

4

FRAMING
SYSTEM ROTATION

+/- 90 deg

IP RATING IP20

BODY Aluminium and
stainless steel

HOUSING Flame retardant
plastic

HOUSING
COLOR

Black or White

POWER IN TRUE1 or PowerCON

DATA IN 1 XLR5 or XLR3

DATA IN 2 EtherCON

DATA OUT 1

COOLING Fan

XLR5 or XLR3

DATA OUT 2 EtherCON


