
SaanaWASH2 Zoom

DIMENSIONS L124 x W508.5 x H323 mm

SEGMENTS 4 horizontal,
9 LEDs in a row

POWER
CONSUMPTION

500 W

LED RGBW (White CRI >90)  

WEIGHT 15 kg

IP RATING IP65

COLOR RENDERING
INDEX (CRI)

Ra >94, R9 >91

COLOR MIX Main beam: RGBW,
Background: RGB

BEAM ANGLE 7 - 58 deg

The next generat ion of our       

d ist inguished wash l ight .  Updated 

with high CRI  white LEDs and    

redesigned handles for            

convenient  carr y ing.   



The second vers ion of our versat i le  wash l ight.  We 

added high CRI white LEDs for superb T V compati -

bi l i ty.  Ergonomic handles have also  been added to 

shows.  

bad weather.
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WEIGHT 15 kg

DIMENSIONS L124 x W508.5 x H323 mm

VOLTAGE 230 V

IP RATING IP65

LED RGBW (White CRI >90)

LIFE
EXPECTANCY

40 000h (L70)

POWER
CONSUMPTION

500 W

POWER Main beam:
    36 x 15 W RGBW,
Background: 
    72 x 0.2 W RGB

TOTAL
LUMINAIRE

OUTPUT

8500 lx @ 5 m 7 deg

COLOR
TEMPERATURE

2 000 K - 10 000 K

PWM
FREQUENCY

3 000 Hz

CRI Ra >94 , R9 >91

DIMMER Electronic 

DIMMER
RESOLUTION

8-bit

DIMMER
CURVE

Linear, Exponential,
Logarithmic, S-curve

STROBE 0 - 20 Hz, Random Pulse,
Ramp Up, Ramp Down,
Random Strobe

LENS Symmetric

BEAM ANGLE 7 - 58 deg

ZOOM Motorized

COLOR MIX Main beam: RGBW,
Background: RGB

COLOR MIX
RESOLUTION

8-bit

MOVEMENT Manual

TILT Tilt +/- 80 deg

DMX
CHANNELS

37 Ch

PROTOCOL XLR DMX 512

WIRELESS
CONTROL

WDMX 2.4G

RDM Yes

CONTROL MODES 3, 4, 5, 15, 20,
21, 37 Ch

LENS
ILLUMINATION

RGB

SEGMENTS 4 horizontal,
9 LEDs in a row
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BODY Aluminium, Steel

HOUSING Aluminium, 
Tempered glass

HOUSING
COLOR

Black

COOLING Temperature
controlled fan

POWER IN TRUE1

POWER OUT TRUE1

DATA IN XLR3 and XLR5

DATA OUT XLR3 and XLR5
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